
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MANUFACTURERS OF 

CABINET FAN 



 

 

INLINE CABINET FAN  

(DIRECT DRIVE FAN) 

 

 Feature:- 
 

 Cabinet is manufacturing in 20G plain galvanized sheet steel. 

 Incorporates a direct drive, DIDW forward curved  

centrifugal Fan. 

 Removable access panel on both sides for easy  

access to fan and motor. 

 All model have multi speed motor with selector switch. 

 Flanged inlet and outlet for east duct work 

connection. 

 Oprating temperature -40°C to +40°C  

 

 Optional Feature:- 
 

 Filter with throwaway media. 

 Different discharge orientation. 

Technical Data 

 

Model CFM S.P.W.G Phase Voltage Hz 
Motor 

HP Speed(RPM) dB(A) 

CA-9-9-DD 1000 15-20 1 220 50 0.50 1300/1100/800 56 

CA-10-10-DD 2000 20-25 1 220 50 0.75 1300/1250/1150 59 

CA-12-12-DD 3000 25-30 1 220 50 1.00 940/820/620 62 
 Weighted Sound pressure level in dB(A) is at a distance of 3 Mtr.  

 



 

 

 

 

 

 

 

 

 

 

 All Dimension in mm 

 

 

 

Cabinet Inline Fan CA-9-9-DD CA-10-10-DD CA-12-12-DD 

 
 
Dimension 

A.  550 610 710 

B.  460 505 570 

C.  440 520 605 

D.  298 331 395 

E.  262 289 341 

F.  160 179 214 

  P. 380 460 545 

                Q. 346 408 508 



 

 

 

 

 

 

 

 

 

Works:- 

 

Plot No.: 30/42, Vibrant Mega Industrial Park, 

Opp. Lubi Industries, Zak – Kadadara Road, 

Village: Vahelal, Taluka: Daskroi, 

Ahmedabad – 382330 (Gujarat) India. 

 
ysv.creativeaircon@gmail.com / caspl.hvac@gmail.com 

+91 74340 56377 / +91 6351471157 
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