
Model LFBV ball valve is a manually regulated shut-off 

valve, which is applicable to  two-direction flow.  Model 

LFBV  ball  valve is  used  on the liquid, air  suction  and 

hot  vapor  piping  of the  freezer , could  store  and  air 

conditioning  unit  . The  valve seat of Model  LFBV ball 

valve  is  well  sealed  with perfect sealing performance 

.Model  LFBV  ball  valve  is  a  through-type  ball  valve 

with  maximum  flow  rate  and wide scope of operating 

temperature .Model LFBV ball valve is equipped with  a 

secondary sealing cap.

LFBV
Ball Valve

HCFC or HFC (Customer choice)Applicable Refrigerant 

Applicable Medium Temperature  

Max. Working Pressure

Max. Compression Pressure

-40~+120℃
4.5MPa

6.5MPa

 Yearly Leakage of Refrigerant ≤2g R22/a
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1/4(φ6)LFBV-6s

LFBV-10s

LFBV-12s

LFBV-10

3/8(φ10)

1/2(φ12)

3/8(φ10)

LFBV-12

LFBV-16

LFBV-19 3/4(φ19)

1/2(φ12)

5/8(φ16)

LFBV-22 7/8(φ22)

Model Selection

Model
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Size OD(mm) Kv(m3/h) Model Size OD(mm) Kv(m3/h)
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1-1/8(φ28)

Technical Parameters

General                               Value                  
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