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WEATHER PROOF PRESSURE GAUGES

(All' SS Pressure Gauge, Bourdon Principal)

Technical Specifications :

Dial Size : 100, 150, 200, 250 mm
Range :1,1.6,2.5,4,6,10, 16, 25, 40, 60, 100,
160, 250, 400, 600 kg/cm’ & Vaccum
range 0-760 mm - Hg & Compound Ranges
Units : kg /cm’/ psi, kg / cm?, bar
Accuracy . = 1% FSD as per IS 3624
Overrange : 130% F.S.
Connection : 3/8",1/2" BSP /NPT, M20 x 1.5
Case Material . SS 304, Weather Proof, Dust Proof
Dial : Aluminum, black graduation on white background : @,_
Protection : IP65/1IP 67 ~\_ PIONEER ,/’//
Mech. Shock “G” Value ~ : 15 G, 6 msec
Storage Tempearture : -20D.C. to 60 D.C.
Windows . Shatterproof Glass
System : SS 316 Bourdon with SS 316 Socket
Movement : SS 304
Zero Adjustment : Micrometer Pointer, Zero Adjustable Type
Blowoff Disc : Provided at Back of Case <Ay
Mounting . Direct Mounting Bottom Entry
Surface Mounting Bottom Entry
Flush Mounting Back Connection with Clamps
Panel Mounting Back Entry
Option . Glycerine Filled, Silicon Filled
Accessories . Syphone Tube, Snuber, Ball Valve, Needle Valve

Special Features :

Unit of measurement - Kg/cm’, bar, PSI, Kpa, mbar.
Micrometer pointer.

IP 65 / IP-67 Protection.

22 mm A/F Socket weld with case.

Designed to fulfill most industrial requirements.

Compliance to latest EN-837-1 standard.

Bourdon in SS 316 Ti as standard providing
better mechanical properties guaranteeing
repeatability and accuracy.




BI-METALIC TEMPERATURE GAUGES

(Industrial Thermometer, All SS)

Technical Specifications :

Dial Size
Range

Units
Accuracy
Overrange
Connection
Case Material
Stem Material
Stem Dia

Dial

Immersion Length
Protection

Mech. Shock “G” Value
Storage Tempearture
Windows

Zero Adjustment
Mounting

Accessories

Special Features :

: D.C.

. = 1% FSD as per EN 13190

: 130% F.S.

: 1/2" BSP /NPT, M20 x 1.5

. SS 304 Bayonet Bezel

: §S 316

: 8mm

: Aluminum, black graduation on

. Adjustable upto 300 mm

: IP65/IP 67

: 15 G, 6 msec

: -20D.C. 10 60 D.C.

. Shatterproof Glass

: Micrometer Pointer, Zero Adjustable Type
. Direct Mounting Bottom Entry

: 100, 150, 200, 250 mm
: =38 to +50, -50 to 50, 0 to 50,

100, 120, 150, 200, 250, 300, 400, 600°C

white background

Direct Mounting Back Entry
Bottom / Back Every Angle Type

: Thermowell

Designed to fulfill most industrial requirements.
Compliance to latest EN-13190 standard.

Stem length available from 75 mm to 2000 mm.
Unit of measurement - D.C. / Fernite Scale
Micrometer pointer.

IP 65 / IP-67 Protection.

Thermowell : Fabricated, Bar Stock, Flanged Type .




SIKA TYPE TEMPERATURE GAUGE

Technical Specifications :

Casing

Filling

Accuracy

Stem Material
Stem Dia
Connection
Immersion
Thermowell Length
Mounting

Ranges

Accessories

Aluminium (Anodised)

Mercury / Alcohal (Red / Blue)

+/- 1% FSD

SS 316, Brass

12 mm

1/2" BSP (M) / 3/4" BSP Standard

50 mm, 75 mm, 100 mm, 150 mm, 200 mm
As per customer requirement

Vertical with Bottom Mounting

Vertical with Back Mounting

-10 to +50, -50 to +50, 50, 100, 120, 150,
200, 300°C Equivalent to Fernite Scale
Thermowell : Brass, SS 304, SS 316, Copper

DIGITAL ELECTRONIC GAUGE

Case :
Display
Stem
Connection

Enclosure
Sensor

Stem Diameter :
Stem Length
Range

Capillary

PIONEER ' PIONEER
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SS 304 / SS 316 (Bayonet Type, IP 65)

15 mm high 5 full digit. Seven segment customized LCD
SS 316

SS 316, Adjustable Through Stem Length 72" BSP
or NPT or Any Other

IP65/IP 67

PT-100 Class A

6mm/8mm/10 mm

Standard 300 mm or as required

-10 to +50, -50 to +50, 50, 100, 120, 150,

200, 300°C

Optional, as required upto 10 meter

Regd. Office & Factory : Gat No. 107/B, Plot No. 5,

Sonaee Industrial Estate, Pirangut, Pune - 412115.

Whatsapp : 9011072404

Mobile : +91 98505 32721, +91 93710 32721

Email : pioneerdeepak@yahoo.co.in | sales@pioneergauges.com
Website : www.pioneergauges.com
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